UPDATE:    new -   IDEO1A5K or XD2.BIN 

                                   (Or Newer)

Installing the USB DRIVER and UP-DATING the ID-eReader.

YOU WILL NEED OUR UP-DATE CD and a Standard “A” to “B” USB cable. 

1. Connect the USB cable to your computer BUT DO-NOT connect to the ID-e terminal at this time. 

2. INSERT THE CD………… 

3. NOW STEP 2,…………….Connect the USB cable your ID-e Terminal. 

4. The HARDWARE WIZARD will (should) pop up. If not try another port.

5. Choose “no not at this time” if asked for online help..

6. Next let windows search for the driver. (Automatically) when asked.

7. If you know how,… you can also TYPE in your CD rom drive and the PATH ( D:\USB ) for example. Your CD drive may be D,E, or F.

8. After typing in the Path D:\USB …………..pick ,,,,,NEXT.

9. Click and by pass messages, “this driver has not passed windows testing” so choose “continue”. 

10. If  Windows cannot find the  SW2PL. File ,…just hit the BROWSE folder and BROWSE to the USB folder on the CD ROM DRIVE. Pick the sw2pl file asked for and hit OPEN! 

11. ( This is OK and normal)  The Hardware wizard will install the drivers at this point. (Finished!)

12. Now we need to check the DEVICE MGR to see what COM port was assigned.

13. Close all programs and find your DEVICE  MANAGER by…. (Right clicking on 

        “ MY COMPUTER” ICON,…then – on the bottom, LEFT CLICK 

        the PROPERTIES,…..go up 

        and choose the HARDWARE  TAB then DEVICE  MANAGER, 

        (for XP) or Device Manager 

        TAB in Windows 98,2000,ME.

14. Scroll down and find ,…”PORTS-COM-&-LPT” option and open it.

15. On the 3rd line it should say  ID-reader COM (?)  Remember to write it down. 

16. What  “PORT”  has your ID-e READER has been assigned ?

17.  (EXAMPLE = ID-e Reader – (Com  4)  …or (Com  5),…. or,….Com 9,….
18.  NOW CLOSE all windows. (programs)

TO UP-DATE to the NEW PROGRAM use……IDEDlx1C.EXE
19. Open the CD and COPY and PASTE the IDE1Dlx1C.exe program to your desktop.

20. Open the CD and COPY and PASTE the IDE0A5K.BIN file (or newest one) to your desktop.

NOW………Open the IDE1DLX1C.exe program.

21. First,…CHANGE your COM PORT SETTINGS ( from LINE #15 ABOVE ) 

22. HIT “LOAD FILE” and then double click on the IDE0A5K.BIN file on your desk top.

23. The File IDE0A5K.BIN should show in the BOX below the COM PORT setting.

(If it says it cannot read the file or no access to the file,…,  Right click on the ICON and check that “read-only” and or  “Hidden” boxes are NOT checked)

24. NOW - PUT THE ID-E READER INTO DOWNLOAD MODE.

25. Now go to the ID-e Reader and hold down the right (ENT) button to turn off the reader.

26. FROM the OFF position,……(# 27 …..Must be done VERY fast)

27. Hit the ENT button to turn the unit on,……AS IT IS BOOTING UP,… QUICKLY,…..HIT the 

“ENT” button once again then the “UPSCROLL”  button then the “SET” button then back to the “ENT” button then the

 “DOWN SCROLL” button then the “SET” button again.

28. THIS MUST BE DONE FAST…….

29. ONCE AGAIN TO REVIEW,…...from the OFF position,…

30. ……….hit,…..”ENT. ENT,.UP SCROLL, SET, ENT, DOWN SCROLL, SET”.

31. Or in other words …ENT, ENT, Up, SET, ENT, DOWN, SET.

32. The unit will ask “Are You Sure?”

33. SCROLL UP to YES and hit ENT. (the unit will say  “READY FOR DOWNLOAD”)

34. GO BACK TO THE COMPUTER AND HIT “AUTO LOAD”

35. The program will upload the NEW A5H.BIN firmware to the ID-eReader.

36. When complete,…the ID-e reader will turn off .  Turn back on and the Up—Date is complete.

CALL 1-800-830-2225 for help ANYTIME.

